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TPG made planetary gear box contains one or two planet sets, which is great selection for servo motor,

automation motor...etc.

PD/PG type is right angle gear box, ratio from 9 to 135, 2 & 3 stage available.
TPG [ROSE#IFEESHEISTURRKE - IREFAEEXCHE » HILTENGWRERE - TKEXTRED

STARBE  THHES -

Advantages:

» Offer more accuracies than traditional gear box
» Supply high power density, durable and long
lifetime
« Larger reduction in small space.
» 3% mechanical loss only, save energy and create
more efficiency
= Average load distribution increase more rotational
stiffness
» Multiple assortment combinations can be added in
: » Special bearing installed in the end of output shaft
~ to reduce the vibration occurred while motor running
die house offer impact size and nice

> can be jointed with different

terial gear with special
ce que ability.
spplies to more different
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PD/PG| - 090 | - 009 | - o060M4 | - 1414 |

L INPUT ASZLE

1406, 1408, 1409,
1410, 1411, 1412,
1414, 1908,1909,
1910, 1911, 1912,
1914, 1916, 1919

L — FRAME @A
060M4, 060M4A, 060M5, 060M5A
067M5, 080M5, 080M6, 080M6A
086M6A, 086M6, 090M6, 100M6, 100M8

L RATIO &L

2 stage —E% : 1009, 012, 015,018, 021, 027
MODEL #E5% 3 stage =E% : 045, 060, 075,090, 135
090

Special ratio, consult with the maker first.

TYPE ##8)
PD thZe#fT, HOLLOW BORE TYPE
PG E/)& T SOLID SHAFT TYPE

SEBASSES /] Available Power Visit Ratio

50 J

100 ® o L L

150

200

400 o o [

500

600

#HHZEEER Concentric Shaft Series Specification

Nominal

Output
Torque (Nm) 20 20 20 24 30 30 30 30 30 30 30

EAEEEAE

BRUEEE - WASIT®A - The specifications are subject to change by the manufacturer without prior notice.
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PD-090 TYPE , _ iacE
PG-090 TYPE Ratio: 9, 12, 15, 18, 21, 27

3 ASEBER Y E€ Input Frame Dimension

RY%k Dimension mm {448 Explosion Drawing
Frame Type LC LH LD Ly IL; LK LF LG ML No. o & No. o & No. oo 2

060M4 60 50 60 M4xP0.7 140.5 11 4 5 32 1 | e5ERFE Gearhouse | 12 | EEEH Socket screw | 23 | iRSTENE Needle bearing

70 50 60 M4xP0.7 140.5 1 5 2 32 2 | eEERTERIE Front gear box cover | 13 | KZEEEH Big bevel gear | 24 | B4 Pin
060M4A 63 40 60 M4xP0.7 140.5 11 4 5 32

3 icE 14 =l 25 i

060M5 70 50 60 M5xP0.8 140.5 11 4 5 32 i Bearhoxcever uB ey ke BHRIAG
060MSA 70 50 50 M5xPO 8 1445 15 5 9 36 4 | BAER Input flange | 15 | —E%EH 1 st stage shaft | 26 | & Bearing
067M5 75 60 67 M5xP0.8 140.5 1 4 5 32 5 | % (PD-090) Output shaft | 16 | S Intemal gear | 27 | 30i® Oring
080MS 90 70 80 M5xP0.8 140.5 " 4 5 32 6 | AJJEh Input shaft | 17 | #i Bearing | 28 | IEHfi&#h Screw
080Meé6 90 70 80 M6xP1.0 145.5 16 9 10 37 7 ) 18 2 |3 X
T s o= = TR o = . E T [ Bearing EEIEH Socket screw pisEa) QOil seal
086M6 95 80 86 MBxP1.0 140.5 11 4 5 32 8 pisE Oil seal 19 | &5z Coupling 30 | BN DE (PG'OBO) Solid output shaft
086M6A 100 80 86 M6xP 1.0 140.5 il 4 5 32 9 | EBRM Socket screw | 20 | ZEESER Bevel gear | 31 | #B# (PG-090) Key
090M6 104 83 90 M6xP1.0 140.5 11 4 5 32 10 | EEEs Socket screw | 21 | @B Key
100M6 115 95 100 M6xP1.0 140.5 11 4 5 32 5
100M8 115 95 100 M8xP1.25 140.5 11 4 5 32 I | LEHVARA Screw | 22 | BEE Planstgear

PD-090 TYPE 2 - STAGE
Ratio: 9, 12, 15, 18, 21, 27

PG-090 TYPE 2 - STAGE
Ratio: 9, 12, 15, 18, 21, 27
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(PD-090) (PG-090)
(1) HRUZHE A DI R4 - BEETRBILEESR1THE - BIIEEE © (1) Factory standard input dia. is 14mm, others must be added bush.
(2) FHIRB2RFSH - (2) Tailor spec. request available.

3 BRTBESTE

RIBMNERE - WAS1T%H - The specifications are subject to change by the manufacturer without prior notice. HIBUERES - WASB1T%EK - The specifications are subject to change by the manufacturer without prior notice.
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B3 AEBR Y3 Input Frame Dimension

R% Dimension
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PD-090 TYP€
PG-090 TYPE

3 - STAGE
Ratio: 45, 60, 70, 90, 135

2448 Explosion Drawing

mm
Frame Type I.C LH LD L.J L LK LF LG ML No. G =2 No. G =2 No. & =2

060M4 60 50 60 M4xP0.7 168.5 11 4 5 32 I | E5EmiE Gear house | 14 | &EE Key | 27 |0 O ring

70 50 60 M4xP0.7 168.5 11 4 5 32 2 | Em8RFEH1Z  Frontgear box cover| 15 | —E3&H 1 st stage shaft | 28 | LEHTIRHH Screw
060M4A 63 40 60 M4xP0.7 168.5 11 4 5 32 3 | eEERTEE Gear box cover | 16 | NEgEs Intemal gear | 29 | % Qil seal
060M5 70 50 60 M5xP0.8 168.5 11 4 5 32 4 | @AEE Input flange | 17 | #8735 Bearing | 30 | EXESRTE Middle gear box
060MSA 70 50 60 M5xP0.8 172.5 15 6 9 36 5 | B% (PD-090) Output shaft | 18 | EEURH Socket screw | 31 | NEEER Interior gear house
067M5 75 60 67 M5xP0.8 168.5 11 4 5 32 6 | A7y Input shaft| 19 | @Eag Coupling | 32 | ZR1ya Pin
JEOM 90 L gt e s L 4 . = 7| EhE Bearing | 20 | ZEEEER Bevel gear | 33 | F&iEisdan 2nd coupling
080M6 90 70 80 M6xP1.0 173.5 16 9 10 37 T Shealen EnE Koy | 34 | —a9d e —
080M6A 90 70 80 M6xP1.0 168.5 1 4 5 32 o | Emmm Socketscrew | 22 | BEE Planetgear | 35 | I5288 Planet gear
086M6 95 80 86 M6xP1.0 168.5 11 4 5 32
086M6A 100 80 86 M6xP1.0 168.5 1 4 5 32 10 | ERRi Socket screw | 23 | iRl Needle bearing | 36 | B Pin
090M6 104 83 20 MBxP1.0 168.5 11 4 5 32 11| LERIRIA Screw | 24 | Eff Pin | 37 | #BiR (PG-090) Key
100M6 115 95 100 M6xP1.0 168 5 11 4 5 32 12 | EERH Socket screw | 25 | B Bearing | 38 | EIlNH/181 (PG-090) Solid output shaft
100M8 115 95 100 M8xP1.25 168.5 11 4 5 32 13 | AZEE5tR Big bevel gear | 26 | #5 Bearing

PD-090 TYPE 3 - STAGE

Ratio: 45, 60, 70, 90, 135

PG-090 TYPE 3 - STAGE

Ratio: 45, 60, 70, 90, 135

(PD-090)

(PG-090)

(1) BEUEEEADILILER14 - EFHTIRESITESTL0E - |IIFEFIE - (1) Factory standard input dia. is 14mm, others must be added bush.
(2) FHRIRBENGESH -

(2) Tailor spec. request available.

RIBINERE » WAS1T%HM - The specifications are subject to change by the manufacturer without prior notice. IBUERESE - WAS1T®EH - The specifications are subject to change by the manufacturer without prior notice.
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MANUFACTURER:

TAIWAN PRECISION GEAR CORP

TEL: 886-4-25351329 FAX: 886-4-25351467
P E-mail: tpgcorp@ms13.hinet.net

PARTNER:

(CHINA)

TPG MOTORS & DRIVES (CHINA) CO. LTD.

TEL: 86-769-22335207 FAX: 86-769-22335203
P E-mail: tpgcorp@163.com

(THAILAND)

TPG MOTORS & DRIVES (THAILAND) CO.LTD.
TEL:66-2-2778878 FAX:66-2-2779788

P E-mail: tpg_th@yahoo.com

(VIETNAM)

TPG MOTORS & DRIVES (VIETNAM) CO., LTD.
TEL: 84-8-3-8165878 FAX: 84-8-3-8165876

P E-mail: tpg_vn@yahoo.com

www.tpg-tw.com
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PERMANENT MABNET

(INDIA)

TPG MOTORS & DRIVES (INDIA) PVT. LTD.
TEL: 91-44-23634199 FAX:91-44-23634299
P E-mail: tpg_in@yahoo.com

(MALAYSIA)

TPG MOTORS & DRIVES (MALAYSIA) SDN BHD
TEL: 60-3-89616916 FAX: 60-3-89616921

P E-mail: tpg_ma@yahoo.com

(INDONESIA)

TPG MOTORS & DRIVES (INDONESIA) CO, LTD.
TEL:62-21-45846725 FAX:62-21-45846726

» E-mail: tpg_ind@yahoo.com

(SINGAPORE)

TPG MOTORS & DRIVES (SINGAPORE) PTE LTD.
TEL:65-62456007 FAX:65-62456017

E-mail: tpgsin@singnet.com.sg
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