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TPG brand brushless motor consists of an wind
wound stator, surrounding with one rotor made //,--///
of magnetic Nd-Fe-B and installed one hall ’
sensor in. Motor speed can be adjusted
flexible and precise. Compact design, high ® MOTORS & DRIVES ®
efficient, non-replacement carbon brush, non
maintenance cost.
Brushless motor control in 3 phase full wave
bridge reverse circuit board must be supplied
by AC power, with soft start, over- current/over
heat protection, forward/reverse running, quick
stop-start, smooth speed adjustment functions.,
meanwhile, this control also can be connected
external signal which used for edit perfect
electronic program.

Bl FHEE T B35 B A 46 B SE4F2E 7% For the better life
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®MOTORS & DRIVESe®

BRUSHLESS DC MOTOR
IEC BEifiERIEERY nawmainssuansniinlilidulseaiu

QLD 1eC series: B5, B14, B34, B35 available. DY NEMA series: 56¢/ 145C.

BVM TYPE

BVM (IEC) / BHM (NEMA) TYPE

ZERE Voltage: 130V/260V
F57J Horse Power: 1/2 ~ 3 HP
##5% No-Load Speed: 2000, 3000 r.p.m.

BHM TYPE

& SENEE MR EEEITHI2E BRUSHLESS DC MOTOR & CONTROLLER

EVB TYPE 57J Horse Power: 3 KW~15 KW BCBA TYPE
% No-Load Speed: 1800~8000 r.p.m. BIAEE Input Voltage: 48, 60, 72 Vdc
=53 .
EE Voltage: 48V/60V/72V BItEEEAL Ouput Current: 120, 240, 360A

® HERIEESE BRUSHLESS MOTOR

EZRE Voltage : 130, 260 V
INZE Power : 120W~500W
#553& No-Load Speed : 2000, 3000 r.p.m.

® {KE¥RHI22 LOW VOLTAGE CONTROL

BCOA TYPE BCBA TYPE

BIAZERE Input Voltage: 48 Vdc + 10%
BHERE Output Voltage: 0~48 Vac 39

B30 TYPE ZETEEA Rated Current: 25 Adc Rated / 60 Adc max

® =S5 A HIGH EFFICIENCY BLOWER ® SEBHERISEEGIZE

577 Horse Power : 1/2~2 HP
BEENZH Drive Motor : BLDC Motor
B AZERE Input Voltage : 48Vdc/220Vac

BH-204A5 BH-207AS

HIGH VOLTAGE BRUSHLESS DC CONTROLLER

B AZER Input Voltage: 19220 * 10% Vac

ZAEEEAM Rated Current: 4.2 / 8A

SBEER Applicable Motor: 1, 2 HP

EmFe

T.HALL BRBESFEH 2. NEREEFE ===
3.PID¥ERE 4.Modbus(RS-485)i&, ! . il
5. B ENIERERE 6. B ENEEE HAE

FEATURES: - ’Eg
1.HALL sensor feedback : i
2.Built-in dynamic braking unit i !
3.PID control >
4.Modbus(RS-485) communication

5.Auto-torque compensation
6.Auto-adjustment for output voltage stability ~BCBB TYPE




BRUSHLESS GEAR MOTOR

0 f3l| S 1 T HH S5 ER RERE wawasiAasinatasnuylildualsean

® ERER
HIEA3L Output Shaft: @30, B35, @45
JBELL Ratio:1:44.3~465
5577 Horse Power: 1/8 ~ 2 HP
ZE[& Voltage: 130V/260V

BWG TYPE

B 1l S5 1%

ZoiEg0E B R BRUSHLESS-HELICAL-WORM GEAR UNITS

BGH TYPE

H 778 Output Shaft: @18~@50
JBERLE Ratio:1:3~200

5577 Horse Power: 1/8 ~ 2 HP
ZE[E Voltage: 130V/260V

BGV TYPE

778 Output Shaft: @18~@50
JBREE Ratio:1:5~200

5577 Horse Power: 1 ~ 2 HP
ZE[E Voltage: 130V/260V

—

o
BGV-15 TYPE
B8 Output Shaft: @15
BRLE Ratio:1:3~180
£577 Horse Power: 45\W~500W
ZEJE Voltage: 130V/260V

& B R cH 2B ya R R
BRUSHLESS-HOLLOW SHAFT WORM GEAR MOTOR

I)EE Central Distance: —
@40, 950, 963, @75, @90
JBREE Ratio: 1:7~100

8577 Horse Power: 1/8 ~ 2 HP
EJE Voltage: 130V/260V

BWM TYPE

® BRESERERERRE (RERIEHS)
LOW SPEED BLDC INDUSTRIAL EXHAUST FAN

5577 Horse Power: 0.85, 1.2kwW
#E55% Speed: 100~500 r.p.m.
ZE[& Voltage: 220Vac 50/60Hz

BVS TYPE

& EEREE R AR E
BRUSHLESS HYPOID GEAR MOTOR

= g s —, glf
| ®:
’
> 0 N
S {:;

BFV TYPE

5577 Horse Power: 1/8 , 2 HP

BIELETE IR Rated Speed : 2500 r.p.m.
JIRLE Ratio: 1:5~240

ZJE Voltage: 130V/260V

& BRI E 2P AEE iR

BRUSHLESS RIGHT ANGLE SPIRAL BEVEL GEAR MOTOR

—e———

(— <

—— 9

BF-17 TYPE

577 Horse Power: 1/8 , 1/4 HP
EIEEEEIER Rated Speed : 2500 r.p.m.
BUREL Ratio: 1: 7~200

EJE Voltage: 130V/260V

TPG MOTORS & DRIVES
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SMOTORS & DRIVESe GEAR MOTOR BR#8;B3ERE nomasifes(gfinasouazniiulan)

T T

PARALLEL GEAR TYPE

® B E iR RS E
GEAR MOTORS

Horse Power: 0.1KW—7.5KW
Gear Ratio: 1:5~1:1200
Voltage:

19, 100-120V , 200-240V GH TYPE GV TYPE
39, 220/380V, 220/440V
200/400V , 208/415V

& 2R B E R B IE
GEAR MOTORS

WITH BRAKE

ADOPT DC POWER OFF SAFETY BRAKE
Horse Power: 0.1KW—2.2KW
Gear Ratio: 1:5~1:1200

Voltage: HM TYPE WITH BRAKE
19, 100-120V , 200-240V G

39, 220/380V , 220/440V
200/400V , 208/415V

® AR B B R FE
BOX -1IEC B5 FLANGE

Horse Power: 0.1KW-7.5KW
Gear Ratio:1 : 5~1:1200

® GHS TYPE SINGLE-SHAFT GVS TYPE SINGLE-SHAFT
-IEC 63B5~132B5 Flange -IEC 63B5~132B5 Flange
TWO-SHAFT GEAR BOX -NEMA 42C~256TC Frame -NEMA 42C~256TC Frame

Horse Power: 0.1KW-7.5KW
Gear Ratio:1 : 5~1:1200

o E® =

221058 Oil Free

® {5 5 5 F IR 1

GHD TYPE TWO - SHAFT GVD TYPE TWO - SHAFT

FEMRIE
Manual release brake
Pat. No. : M275320 / M275626 GHMH TYPE
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TPG MOTORS & DRIVES

EUROPEAN STYLE GEAR BOX
R BIT\ IR (Aasvasauuuuwaingg

F 17 8

© AS RIIEIEHELRIRE - EBBEMRRETESHY
BREND > ATJEHERLS DB EEMEYES ST o B TJEHA
IR TJE AR E - BERRAEFARET] -

OHBIERRUMNNEE - DEFERANIGIIES -

O EE g Y B AU IS D RS ES ST ©

O#AS16220BUFZERFIADC12 - #AS258UH
ARERFAFCDME - BREUNERS ~ BBEMA -

OB ER R AIRE SR - MERSIREIR » B
ElmA -

O TPG AS series helical in-line reducer is the
new design as European style, with the aim of
allowing higher overhung and trust loads on
low speed shaft. More average and stable
gear torque load to make reducer stronger
than the traditional ones, durable, low noise,
more compact shape.

© SF>1, the gear ratio is from 5.53 to 187.5, size
16/20/25, the flexibility of optional accessories
such as flange, foot and shaft options available.

©AS16/20 with die-cast aluminium ADC12
housing, which is reliable & lighter weight &
fashion outlet appearance. Internal
components can be exchanged between two
different size makes the buyer low down the
spare parts cost & stock.

© AS25/30/35 with cast steel FC25 housing,
with more torque loads. Reinforced bearings
are used in above reducers. Special heat
treatment is applied to accurate enough
hardness, temper process to make gear
durable, stable.

© Application to circular weaving machine,
agitator, food machine, milling machine, AHS TYPE / FLANGE TYPE AVS TYPE / FLANGE TYPE

textiling machine....etc. IEC 63/71/80/90 B5 IEC 63/71/80/90 B5

BiES 3R« EEMAFREOERZIEC 6385, 71B5, 80B5, 90BSIESRC FiE - MEVBRIMINEBHSRITER °
Input flange suitable IEC series 63B5, 71B5, 80B5, 90B5, or disco, clutch, Brake joint.

AS GEAR BOX+DISCO AS GEAR BOX+AC MOTOR AS GEAR BOX+MAGNETIC CLUTCH
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MIGHTY TINY MOTOR /N'==87R3 aduias

®MOTORS & DRIVES®

® /\ &£ il & 5 SUBFRACTIONAL HORSE POWER SERIES

TPG Mighty tiny AC gear motor is designed for light, compact small scale conveyors, which were widely
applied into consumption goods, for example, small lifter for food, material processing machines, packaging
machines, medicine machines and feeder. They also can be used upon the electronic industry to deliver
component perfectly and cleanly. Meanwhile the compact alloy body design not only saves installation
space but also supply more effective applications. The size option available depends on its horsepower,
from the short size 25W, and the medium size 45W-120W to the large size 200\, in order to serve all
different kinds of end users.

221058 Oil Free

HIRE R ——, —
Conduit Boxmj - : - :F 1T EE
_Option Ratio 1:3-1:180 |

TP-MV-2 TP-MV-5

o SR f«%\"\%\\ (&
— F:_--“'E_____ --:IE-
& \"'1
—_ - l l&
%“':. L ] . <2}
! : GVM TYPE
25W 45W~120W - 200W
Power:25W, Frame: 80# Power:45W~120W, Frame: 90# Power:200W, Frame: 104#

® SBV-042 /)\Eiffi#REE BRAKE & /\EHeSERBOREEDIRES = ® CA-202A /)\EUE5ESS

SPEED CONTROL VARIABLE SPEED
AC DRIVE

EEER TG

ERBE

Must come

with TG077

together
The brake SBV-042 for CA201: AC 230V, 1A CA201A: 0.1KW, 0.9A
mighty tiny AC motor series CA102: AC 115V, 2A CA202A: 0.2KW, 1.5A

: 48 R Freq.: 50/60HZ

EmFE B BHE ZKES Power: Less 100w ”’Eminutlj i Cri?rent 1A/ 1.5A
B8 BRI ERRIITEER ° . & 7t BE 7J Max Current: 4.5A
ERISHT - SRBSEEMA - i %’Eﬁi@tﬂ%i Max HP: 1/4 HP(CA202A),

Features: small compact size, low 1/8 HP(CA201A)

H—jiiﬂu.':ljaf‘i Max. Output Voltage: =48 240V
BB E Suitable Motor: 1/4HP BAT 25~200W
ZEIREEE Single Input Voltage: E48 200~240V

E £ Weight: 450 g

temperature, easy to install.
Spec. : application for all mighty tiny
AC motor from 45W-120W.




RIGHT ANGLE SPIRAL BEVEL GEAR MOTOR

B AZ Hl A% 155 & 780 3R 55 3E 1AasMasauul UL SPIRAL BEVEL

FEATURES

1

IN

. Wider gear ratio available from 7 to 200.
2.

Higher torque ability for those high gear ratios over 80 to 200
comparisons with might tiny series. -

-

. Safe factor 1.0 with reasonable purchase cost.
. Gear efficiency reach 90%.
. Flexible motor options, which can be in AC power, DC power or

Brushless DC power.

. Output end can be in hollow bore 17mm dia, or solid shaft type 18mm dia.
. Using high quality grease, no need to be re-filled under normal operation

status, saving maintenance cost.

. Lower noise running, supply quiet & nice operation environment.
. For AC power 3phase motor 60W-120W, single phase 45W-90W.

10. With nice alloy conduit box, safe & durable.
11. TEFC or TENV available, IP54, F insulation level.
12. Brake function available, as well as many necessary accessories options,

such as AC inverter, DC control, and brushless motor control supply.

13. Application: Packing machine, Conveyor, Food processing machine,

Frozen food machines...etc.

AFV TYPE
Hollow type

For Conveyor@iz#5&E A

$€Z COVER

o

AFH TYPE
Solid shaft type

AF-15 series AF-17 series

® 1 Phase : 25W

@ BELL Ratio: 1:7~200 @® 1 Phase : 45W, 60W, 90W

@ FELE Ratio: 1:7~200

BR il =5 1€

TPG MOTORS & DRIVES

1. IRH7-200 2B L HEEEE -

2. F80-20080SBERLET » BEIRIHERHIH DB

3. ZERYEDREF.0 > YiBFTE

4. BIERBERESIEI0%

5. BB EER - TIKBKRBERA - BRVERITE -

6. BRI EFPZRINE L8] -

7. RASREZDEE  BI08  EEENAE -

8. KRS » IRILLTHNIERERER

9. XABIENRA=1860-120W » E4845-90W

10. IBELBIRE » FWIDER > Z2MA -

1. BEFBZEEMR > IP54 > FIESR o

12. YNSRI BN B SEIESERILHIEE - NBER -

13 EFREX : B B2 > BRI - B -
ERB R -

AFVM TYPE
Brake type

AFHM TYPE
Solid shaft +brake type

@ 3 Phase : 60W, 100W, 120W, 180W @ 3 Phase : 200 W

® 1 Phase : 200W
@ BELL Ratio: 1:7~200
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SV/SD SERIES LOW VOLTAGE SERVO SYSTEMS FOR AGV APPLICATIONS
e AGVEEFRSV/SDRY KEEIRRE

AGV ZAutomated Guided Vehicle BiER * RIEB|MAREENEAERESH)

S88  REILEERDERANBSER  REEEEWNILBESEHES]

BB BBERFGFHESRLR » BBBER TSI RISUDRER—IE T{FiIS ¢
BEFHB—EIIFG  BRRETERE (WEERE) AT ABNIER

7 SR REMSERESN - EBEAREEEEEHL - Bt - 8 I
ELERENE - (IEBEIIERE 0 THE AR - IENAGVILLEE T \
TE24/)\6F » KIBIRF20% U EVEENER » BIiSHSBEE - '

TPG SV/SDIEEEIRAARAG ViR &R |
TPG SV/SD LOW VOLTAGE SERVO SYSTEMS IS YOUR BEST CHOICE FOR AGV APPLICATIONS! SV-60A04030E

Unmanned automated guided vehicles (AGVs) dedicatedly design for automated warehousing and

manufacturing facilities. Advance automated applications allows AGVs to achieve specific mission like:

products and pallets loading or unloading assembling parts, moving materials or objects from one

workstation to another by following a set path, primarily using physical guide path such as magnets, wire,

tape , paint or other theories. Here are its advantages:

a.Increased Accuracy and Productivity: AGVs can help to eliminate the need for a personal to transport
products or objects. It also reduces damage of the products and facility by human error. AGVs also
eliminates time limit whereby human workforce govern by rules and physical condition, AGVs can be
worked 24 hours to optimise your operations. So you achieve excellent productivity and accuracy and
cost-saving.

b.Precise positioning: AGVs is perfect to work with TPG SV/SD Series also combine with our gearbox
(GBP type) for precise positioning. AGV is ideally a powerful system to upgrade your existing facilities
with new programming
and design capability. The system has been proven in the electronics industry and precision assembly plant.

c.Safety: AGVs is a reliable and safe for products' transportation from station to station. AGVs are designed
and installed to work away from the workforce to reduce accident when safety concerns AGVs are capable
to operate in any harsh environments where extreme temperatures or hostile environment is unsuitable for
human workforce.

d.Heavy load: It can carry heavy objects or large cube materials, such as the automotive industry and the
steel industry, to save labour costs.

e.Flexible of Al programs edited: software tools allow for the easy adjustment of vehicle paths and operations.
Systems can also be expanded when necessary during peak period. AGVs can simplify the complex delivery
path, make automotive storage system efficient, maximum space usage for automotive packing system...etc.

HEA S EBNROBR DD EEDIERNERTIRIEEE - AGY
V24 BREFEETRHESR - BLESEHE » BER  hBSHEHTE -
AGVSEIREHITRSTPCARARS (GBPE) MIBEELITIE - B
B — S DRARBIIRIERE » DURF RIS © BAREF T8

BERTREHVES -
AGVsH#E REATRAEBRBBPNER LI - UBETELRD

2RI -
BT 50 EDS A eN - BRRNAETE  BETE MBS ATRT - N !
Tl TR R AR ERECRE - FROTUEBRIERETUBORE - B ‘..'\“,,,”_,,f

LERORITBRE - JEEBRERMEEUX  ERBREFRIFES
BERAGHZEEREXL -

;_JLL-. ESRISE FEATURES

1. SR  REFEEDNEFIESEH -
2. BIERIEEREE (URIRITS  RETVRISS - Teig2ER)
3. EFET E (BRE) -~ SERiRd) - IkE ~ 53
4. NEE[ - KFREOHRYT
5. FFEERE - HEEEEIVEMRISE
1. Motion control operates in Current, Velocity and Position modes.
2. Variety of feedback sensors
(Incremental Encoder, Absolute Encoder, Resolver)
3. Motion Commands: Analog, SW, Pulse and Direction

4. Ultimate space saver, most compact package
5. Extremely Rugged High Performance Servo Solution

E % Motor



SV/SD SERIES LOW VOLTAGE SERVO SYSTEMS FOR AGV APPLICATION

AGVEEFRSV/SD3I KB EARAR

5 BR 1l S5 1%
TPG MOTORS & DRIVES

EBUST Catal No. SV-60A02030G | SV-60A02030E | SV-60A04030E | SV-80A07530E
FEENERE Voltage 24 48 48 48
ZEEINE Power 200 400 750
ZBEEE%E Rated Torque 0.64 1.27 2.39
= AEF Max. Torque 1.2 2.4 3.8
ZETEER Rated Speed 3000 3000 3000
=e%ER Max. Speed 3000 3000 5000
ZETESE M Rated Current 12.0 6.5 12.8 20
EBSI/B2 Armature Inertia 0.264x10™ 0.407x10™ 0.924x10*
BERERE Torque Coefficient 0.1 0.1 0.2
ERFEE Electric Time Constant 11 14 11.5
#&PFEEFE Winding Resistor 0.33 0.15 0.026
#EFAERX Winding Inductance 3.7 2.1 0.3
REBEH Back EMF Constant 6 6.6 6.5
B ¥ 2 Pole 4
1RIB32IFE Encoder Line Number 2500
fBiEEMR Insulation Level F
FHEEZ4R Protection Level IP65

SD SERIES- LOW VOLTAGE SERVO DRIVE

SDHR 3K B2 5] AR & £ 2% SEE)28 DRIVE

® SD {GARFEENBEATS Drive Specification:
2l 3% Model SD-608 SD-610 SD-816
8 VDC Voltage (VDC) 18~60 24~60 24-80
& H &7t (A) Max. Output Current (A) 12 (24) 15 (30) 20 (50)
ZEEEHR R/imin Rated Speed per min. 3000 3000 3000
=R Rimin Max. Speed 10000 8000 8000
SERASEH (W) Wattage 5~200 5~400 5~750
SEIRWEERZ= Pulse Allowance +1
SREFEHIFEE (RPM) Speed Allowance +1
BEUSBEREEE (KHz) Frequency 600
=R R/min Max. Speed 8000
E{KEEE R/min Min. Speed 1
ELEE Position Precision 1/10000
BoZeEH MR Max. Accel Speed 200 RPM/ms
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RIGHT ANGLE HYPOID BEVEL GEAR MOTOR
SMOTORS & DRIVES® B ElExeatn CEEEHE) BEREE \Aasvauauwuy HPolD

EmfFE:

HEEHERES IS S EWIAERE T - —AUBERLETES5-90%
SR EE - 128/ BRRIGEELES  BERES.FEET.0OLIL !
SHIE - MEREVRIT - ERERMBEMIPRIIHE NHEILSE -

wz«%'i%'ﬁs;gn%

&

Features:
The structure for Right Angle Hypoid Bevel Gear Motor (F TYPE)

is similar to that of worm gear motor, but it gets higher efficiency
& rigidity. Meanwhile the hypoid gear is through precision
grinding procedure to increase the matching between gear

and shaft, then the operation noise will be much lower.
Efficiencies for F TYPE gearing can be reached at 85-90%.

557] Horse Power : 0.1KW to 5.5KW
JBRLE Ratio = 1:5 up to 1:240

Output Diameter : 20, 25, 30, 35, 45, 55
Shafts : Hollow

Voltage : 220/380VAC (Single and 3-Phase Motor)

HERE(L HYPOID GEAR

FVLM TYPE FVMH TYPE MIGHTY TINY MOTOR
FV TYPE

3 ERE
Option

17#®1%88 17 ENCODER
FVS TYPE FVP TYPE Can create 2048 PPR signs for application

® B —0ZETAEES R R RIGHT ANGLE HOLLOW SHAFT HYPOID GEAR MOTOR (AC)

ERRE : BXE - BiE/) - WEXS M Features: * OIS HRIEIRSE -

HE - 8FK - BESTBS  Hypoid gear design, compact size, high % Also available
57 Horse Power : 0.2KW ~ 1.5KkwW - efficient, durable, heavy load, wider application. servo motor selection.
i85 Lt Ratio ¢ 1:5 ~ 240 °

RHG TYPE RHGM TYPE RHGS TYPE



HOLLOW SFAFT WORM GEAR B T =5 1%

CPZe8f IRER IR Aesvasouinagiifien e

' - Gear Ratio:7.5,10,15,20,25,30,40,50,60,80,100,120~18000 ., & {
B 32 i

WS TYPE WD TYPE WDT TYPE WMT TYPE WM TYPE
030#-110# 030#-110# TWO SHAFT WITH BRAKE 0.1-3.7 KW 39 AC MOTOR
IEC:56~132 B5/B14 sz@mm  TWO SHAFT 0.1-0.75KW 19 AC MOTOR

NEMA : 48C~215TC
Motor Flame Size

FEFR D) .
Application Example ) p—
e

WST TYPE WDC TYPE WSM TYPE
B4 PRIRERIBLRTE NZRERIBEREIRE + BRTDIE CPZEBRIRERIBLRE + SR THE
Twin Worm Gear Worm Gear Reducer + DC Motor Worm Gear Reducer + AC Motor
UL ol Reducers Combination S5/IHP 1 0.1KW~2.2KW F5/IHP : 0.1KW~3.7 KW
\\-,’ FH70HP : 0.1KW~1.5KW
@
==l

HESHE
COMBINATION SUPPLY
(ASSEMBLY SUPPLY)
+DC MOTOR
+HIGH REDUCING RATIO MOTOR
+SBORLESE

RATIOJBHRLL : 120-18000 WMMHATYEE MISTAIVEE ———
+AC MOTOR+WITH BRAKE PZRERIBERIBHR + FIENTR B CPZCEYRERIBHR Y + MR IR CPZeENIBERBLRE + /B FiE

Worm Gear Motor + Worm Gear Reducer + Disco Worm Gear Reducer
ORDER-MADE PRODUCTS AS Manual Release Brake FS7IHP : 0.2KW / 0.4KW / + Mighty Tiny Motor
SPECIFIED 18ESFIARGR E7IHP : 0.1KW~2.2KW 0.75KW IECB5 F57IHP : 45W~180W
OHIGH EFFICIENCY
OLONG LIFE
OLOW NOISE
© 'Elggf WGV TYPE WSS TYPE
() Eﬁ':?f' ap Neesl SRR BR S E CPERER B EmIBLR + IR THE
= 5 High Reducing Ratio Motor Worm Gear Reducer + Servo Motor

© ﬂi ~= FH7IHP : 0.1KW~0.75KW ERRHIRERT

2210058 Oil Free

10
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®MOTORS & DRIVESe®

WG TYPE

H7I3L#E Output Dia.: @30, 40, F45
55 77 Horse Power : 1/8 ~ 2 HP
JSREE Ratio: 1:44.3~ 465

X FRZCHl R R e R S =

WGM TYPE

H7I3L#E Output Dia.: @30, @40, P45
5 77 Horse Power : 1/8 ~ 2 HP
JIREL Ratio: 1:44.3~ 465

2% B8 Brake: DC90

WGMH TYPE

£ /I3LEE Output Dia.: @30, @40, @45
55 7] Horse Power : 1/8 ~ 2 HP
JRLE Ratio: 1:44.3~ 465

2% E5 Brake: DCOOINFEREE

WGS TYPE

H /33L& Output Dia.: @30, @40, @45
5 73 Horse Power : 1/4 ~ 2 HP
JBIRLE Ratio: 1:44.3~ 465
SARAEMESE : 63B5, 71B5, 80B5, 90B5

WGD TYPE

H733LF Output Dia.: @30, @40, 45
5 7] Horse Power : 1/8 ~ 2 HP
JGRLE Ratio: 1:44.3~ 465

HELICAL-WORM GEAR UNITS
B 328l 3R 3! -CPZE T\ ESIRIBHERE (Aasvasauuuuagiiia

B 3 &

RIGHT ANGLE TYPE

ARV E MR ET IR IR et iR S Ao 1R im s
1SS - ERSREIRL - SRENFER -
BB ERAEFZEINERET » TP EIBMANE
BARLEFRIRE T » F1:44.3~465 ©
£5731/18 HP~ 2HP - E#iTVEIECHESR
VINEE -

HIER3LIE @30, @40,045 -

B - BMR ~ 708 -

Inline gear plus right angle gear joint
together more strong constructure.
Alloy die-cast house, nice looking,
light weight.

Hollow shaft bore, flexible joint
choices.

High gear ratio 1:44.3~465, wider
range.

Power 1/8 HP ~ 2 HP; IEC flange
type available.

Output shaft dia.: @30, G40,
@45mm.

Option Accessory: Output shaft,
Torque arm.
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TPG MOTORS & DRIVES

PLANETARY SERVO REDUCER
17 22 3\ 55 i BOE B \Ausnasauuuy PLANETRY

TPG RSB ESHRISTURENE - IRBNAEEHE @ #HBITENEBWEE - E § B
OREXRFLRERBSIVIREE » THHES -

TENERERET D R=XRY - PA/PD/PG Rl -

* PA R3IRFToIEETRmBIRM - LLEE3-81 » RIH—BRUNA_RINEBHAERDE -
*PD RIIRERMEEMBIES - 55T RPLRMIRT - LEEHE-135 -

* PG RIRESMEHBEY » RETRBIVEMERL » LEEHE-135 -

TPG made planetary gear box contains one or two planet sets, which is great selection
for servo motor, automation motor...etc.

*PA type is parallel axis gear box, ratio from 3 to 81, 1 & 2 stage available.
*PD type is right angle gear box, ratio from 9 to 135, 2 & 3 stage available.
* PG type is right angle gear box, ratio from 9 to 135, 2 & 3 stage available.

. RAEEDEmERE -

BSieoEKE  BEREEXEAS  MARS -
 EERNZZEE T RHARE—RERBRABE R -

. BEORII0HE - BB EiReEE -

. RAESSIIREEEE -

- BB RS - BRI\ BEEBRGTELLIRE -
. ERZMERAR - LIBEAIRXNAIRTE -

. SnESEMERNEEREEN TR - BHEERNR -
R ZREBWAENES - IIARRICEE -

Advantages:

- Offer more accuracies than traditional gear box. PG TYPE - 2 Stage

« Supply high power density, durable and long lifetime.

- Larger reduction in small space.

* 3% mechanical loss only, save energy and create more efficiency.

« Average load distribution increase more rotational stiffness.

» Multiple assortment combinations can be added in.

- Special bearing installed in the end of output shaft to reduce the vibration occurred while motor running.
« Alum. Die cast house offer impact size and nice shape design.

- Flexible flange or frame can be jointed with different brand servo motors.

« High quality Chrome alloy material gear with special treatment to enforce the torque ability.
» Wide range gear ratio applies to more different operations in the same gear box body.

O 00 N O U1l A W N =

® T HIEERRER ® ERHEMER ® EHEEER p

PARALLEL AXIS HOLLOW SHAFT RIGHT SOLID SHAFT RIGHT
GEAR BOX ANGLE GEAR BOX ANGLE GEAR BOX

PA TYPE - 1 Stage PA TYPE - 2 Stage PD TYPE - 2 Stage PG TYPE - 3 Stage

12
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®MOTORS & DRIVESe®

GX TYPE

By 55 3Z BEEE WITH MOTOR

£57] Horse Power: 0.25KW~1.5KW
JRLE Ratio: 1:1.58~8.57

Output Flange: 80B14 / 80B5 / 90B5

POULTRY GEAR MOTOR == Restma Rt

un LB‘IEI‘J L ﬂﬂ‘iﬁﬁﬁ‘iﬂﬂﬂ‘iﬂ

GXS TYPE
ES Bl BYBE#E SINGLE SHAFT
JBRLE Ratio: 1:1.58~8.57

AQUACULTURE SERIES PADDLEWHEEL AERATOR &JE7/KER3!

LF]‘.SE]Gﬁ]%?ﬂ?ﬁiULW?ZLﬂﬂ\iﬂﬁl?%ﬂ

1. LBREE. EaL 3. FiR#B%

Corrosion Resistant Fan Cover F Class

j Insulation Level

G40-2200-15S
G40-2200-18S
G40-2200-20S
G40-2200-25S

4. IPannnln

Twin Bearing Design

BKK-012 7KEE#H
5577 Horse Power: 3HP
with motor base.

IP Protection Design

5. KIEE M HEER
High Torque CRO-MO Steel Gears

6. EMEEMRE
High Compact Cast Steel Gearbox

e
—FRE

‘, 5
Paddle wheel aerator | [ Two YEAR WARRANTY
FudseAuaaet

CM-25S ———
577 Horse Power: 2HP

JERLL Ratio: 15
with three floating.

BBK-013
£57J Horse Power: 3HP
KEEZZR BKK-012
with two floatlng.

CM-15S

5771 Horse Power: 1HP
JSERLL Ratio: 15

with two floating.
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TPG MOTORS & DRIVES

SPIRAL BEVEL GEAR BOX +Z#E0as
INGSN@SDUILU 3 M

TPG sprial Bevel gear use high torque steel
material under special heat treatment to
enforce tooth hardness. The direction of drive
from the drive shaft must be turned 90° to
drive the wheel, which such design produce
less vibration & noise. By the way the output — L
can be one way or two ways, supply more — ||

flexible application. Y

9mm/0.375" 11mm/0.5" 14mm/0.625" 19mm/0.75" 24mm /1"

b
I’ GCTYPE N

MODEL"R" MODEL"C" %
(Counter-Rotating)

(Right Angle)

MODEL"T" %
(Three Way)

1:1 1:2
100-3600rpm TQ(N.M) Input TQ Output TQ Matching motor HP
® JFREL Ratio : 1:1/1:2 9mm / 0.375" 2.94-2.16 1.05-0.83 2.11-1.66 1/8
e . _ 11mm / 0.5" 5.74-3.71 2.5-1.97 5.02-3.94 1/4
© ER/ABEHAT : 100/2.9 ~ 360072 14mm / 0.625" 9.58-6.2 3.55-2.6 7.12-5.22 112
® NEMA TYPE: 312/500/625/750/1000 19mm /0.75" | 21.19-13.71 8.416.17 16.88-12.38 1
® |[ECTYPE: @9, @11, @14, 319, 324mm 24mm /1" 37.1-24.01 20.03-12.96 40.14-25.93 2
® FIEEEES 2SR CLUTCH & BRAKE adt, lwsalnih
Clutch : Rated turning distance 1.2(12NM)-40(400NM) 172% 5i W I==]
Brake : Rated turning distance from 0.5-32 kgm Magnetic Powder Brake

CD-M CD-ZKC
[ Features J
1.22% -~ tEB8UHIE7]  1.Safe and Secure Control
2. ZEFMHIENS 2.Quiet Action
3. I AFHERIHD 3.Adjustable Torque
4 BEMESEE 4. Dust Cover
5. A EERIR 5.Manual Release
6.5 6.Long Life
CD-J ABS ZER|EES 7485« PERES 7.Easy Assembly and adjust

14
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®MOTORS & DRIVESe®

o 4RLE Ratio 1:6
e Horse Power: 0.2 KW~1.5 KW

NawmeasUsusau

« 165~1000 rpm (50 Hz), 200~1200 rpm (60 Hz)
« DAS Type: 02 for 1/4HP, 04 for 1/2HP, 07 for 1HP Available.

® FOOT MOUNT TYPE

VARIABLE SPEED DRIVE #EEz#&ERME

SEF - EmtEW - ENRIES - TIFSRERT---
Application : Food Processing Machinery,
Printing Machinery, CNC Machinery,
Conveying System.

DHM TYPE

@ FLANGE MOUNT TYPE

DVS TYPE DVD TYPE
IEC 3%&EE
71/80/90 B5

DVM TYPE

DHS TYPE
IEC ;A8 71/80/90 B5

DHD TYPE

GDS FLAME TYPE
Available: GPM with motor type
GDD with two shaft type

DAS TYPE
(Alum, Case)
IEC J=R8
63/71/80 B5

WSD TYPE
Worm Gear Reducer
+ Disco

@ VARIABLE SPEED PULLEY R 7 % iR &

1.Flexible & wide range speed ratio available 1:4.
2.Simple rotating handle to adjust the speed freely.

3.Easy read handle scale

B Horse Power:1/4HP~5HP
#5%LL, Ratio:1:3.5~1:4

MP (E&EEMain pulley)

SP (#&)ER Subsidiary pulley)

DP (MP+SP)

BELT




BR 1l S5 1%

TPG MOTORS & DRIVES

HIGH PRESSURE BLOWER = E&3E 44

Tudnes

Optional Accessory

AIR FILTER i@i&2%

BH-101 TYPE BH-307 TYPE BH-737 TYPE 0% Orifice: 1"~4"
, , 8548 Single - Phase =48 Three - Phase
* Strong wind-force -- maximum 870m3/hr
. . *50Hz 1P54 100~110/200~220V *50Hz 1P54 200~240/380~415V
* High vacuum -- maximum 4300mmAq N N
. . ZBE I Max Power: 0.09~1.75KW ZETEH ) Max Power: 0.09~11KW
* High pressure -- maximum 5500mmAq
*60Hz 1P54 100~110/200~220V *60Hz 1P54 200~230/380~460V
« Stable flow volume
ZBE L) Max Power: 0.13~1.90KW ZBE L) Max Power: 0.13~11KW

* Low energy loss

® TURBO BLOWER iZH I\ 5 A sux . &7 B28 - ERS
Specification: ¢ Horsepower : 3 Phase Motor, 0.18KW~7.5KW e Max. Air Flow : 2.5 ~ 39 m3/min
« oltage : 220V/380V/415V/460V e Current : 2.0A ~ 10A

BX TYPE

® VIBRATION MOTOR BRIBIRENSSZE nowmasau(izen)
A : WO - MERNERGENM - BB/) - SHERS--

Application :Available for Various Kinds of Powder Material Conveying Industries as Concrete Plants,

Powder Plants, Plastic Plants, and Parts Conveyors.

V2-0045 V2-0075 V2-0090 V4-0180

Vibration motor

) e 2 POLE e 6 POLE
L Horse Power: 1/30HP—2HP  Horse Power: 1/2HP—7.5HP
Mechanism in need vibrating Vibrating Force: 25-2000 KG Vibrating Force: 795-7995 KG
The base
— ! e 4 POLE e 8 POLE
° ° After installment Horse Power: 1/4HP—7.5HP Horse Power: {HP—10HP

Vibrating Force: 530-8500 KG  Vibrating Force: 980-7480 KG
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PERMANENT MAGNET DC MOTOR
KTV E M ESIZE nanes DC sfiausindnais

ER#HE: Applications:
EEE - BE)E - EFNIESE - BENBIERFE - @5 Electric Golf Car, Electric Wheelchair, Electric Car, Electric Treadmill,
 FIRRAE SR« B - 1SR  SEENRA BT Medical Equipment, Elevator, Outdoor Conveyor System, Mill
ety o Machiney and Packaging machines, Pump, Feeders, Exercise
equipment, Forklift..... etc.

DC 12, 24, 36, 48, 90, 180V DPI: IEC Series
577 Horse Power : 45W ~ 2.2KW DPN: NEMA Series
##55%® Rpm : 1750/3000 DPS: #5181 5T S

200/300/400/500 Series

200 TYPE 300 TYPE 400 TYPE 500 TYPE

HP:45W~250W HP:0.18KW~0.55KW HP:0.18KW~1.1KW HP:1.1KW~2.2KW

& AC GEAR MOTOR & BRUSHLESS GEAR MOTOR & DC GEAR MOTOR
KR RE 5 R BB RER 5 5E B EimER 5=

AG6 TYPE BG6 TYPE DG6 TYPE
# %= Model AG6 BG6 DG6 »» > Equivalent Baldor, Leeson,
& & Voltage 1P 115/230 Vac, 3P 230/460 Vac 130/260 Vdc 90/180 Vdc Bodine and Bison similar
7 2 Power 120W~370W,  180W~370W 120W~370W 120W~370W model.
## 3 No-Load Speed | 50HZ/5~300 rpm, 60HZ/6~360r pm 8~500 rpm 8~500 rpm
SEELL Ratio 5~300 5~300 5~300

® hERNERSE, PERNERERFE PENTA| GJPOWER & BEARSEZEEHES

Hollow shaft PM DC motor, Hollow shaft brushless DC motor DC CONTROL / AC INVERTER
Wafer drying machines using TPG motor with specially
hollow high torque shaft to join the fixed bracket which
running in drying system in semiconduction industry.

SEEABEREE

DPSH TYPE BVS TYPE CUSTOMIZED TYPE

® Generation 1. PMDC motor with hollow shaft with great DC motor
benefit to maintence high torque under low rpm

@ Generation 2. Standard AC motor is popular & easy obtained from
3phase AC power environement, save control cost.

@ Generation 3. Applied the new brushless type, can approach more
precisive feedback thru encoder, also come with lower

maintenance cost & time, due to non-brush. AC Inverter / DC Motor SCR Drives  HP : 0.15KW ~ 2.2KW



VECTOR INVERTER QE%55:23

BRR i =5 1€

TPG MOTORS & DRIVES

TPG CA series inverter is specifically designed for general AC motors to adjust speed,
variable torque, constant torque or constant horsepower applications. The general application
is for all machines including conveyors, pumps, fans and material handling equipment...etc.
provides adjustable speed operation over a wide speed range, as well as the technical features
as below.

O, WN =

o N

11.
12.

13.
14.
15.

16.
17.

. Can be applied upon TENV, TEFC, ODP AC motors.
. Steady & Precisive output speed +-0.5%.

. Low speed with high torque small torque ripple.

. Precise motor parameter self learning.

. Uninterruptible power system installed.

. Supply wide range of input voltage from 220V to

480V, +-15%.

. EMC design specifications improved.
. Meet EMC directive 2004/108/CE Electronmagnetic

compatibility directive and LVD directive.

. Anti-dust design and cover keep inverter clean.
. Anti-corrosion paint spraying surface to prevent

from the rusting.

Thermal protectors for overheating protection.

Low temperature rising while operation to keep
environment safely.

Energy saving new design in production & material
process.

Compact shape design save much intallation space
in machine.

Various functions choices available -- 51kinds.
Flexible communication interface application

Free maintenance cost.

* Input Voltage Level

2: AC 220V
4 : AC 380V
5: AC 480V
* Input Voltage
A : Single-phase
S : Three-phase
+ Rated output: Ex: 03 : 2.5A

CA-201 A CA-204 A

Keyboard

CA-408 S CA-405 S

0 N O 0B~ WN -

L QI (I G G G
N O oW N =~ O ©

DERBIRZRE

RIS T RAEENEBER(+£0.5%) °
ARRSHERIMNESIRFEAKE. . FIERFIE -

. BRBENRESHBRINE -

. BfBUPSIIEE, ENRMAIEEN IR BIIFIRE -
. B A BERORE220/380/480Vac °

. EGRNBEMC(EWRBM)ES -

. I ECE 2004 / 108 E W BB LA TBMI SZARZE -
BB -~ BHAKNEERSE
. BOBRBRN SR IEE OB -
OBEVRIERET  BITEER 25 -
BRFEREARENZE -

R ERERRANEE -
. RENER R B8R -
.S1ESEIHRTE -

. BIEBANE °

. BHEEAA ©

P KIRBEZBR

/CAN

series

52 HIFE A1 APPLICATIONS

18




INDUSTRIAL ELECTRIC AC MOTORS
ACEERE FIZE vawnas1vvh

MVA TYPE 57J : 2P/4P/6P Horse Power; 0.2KW - 2.2KW

B IECHESRACRRFETNS5Z IEC SERIES AC INDUCTION MOTOR

B2 BE) > NEERARE  BEEER - BEER - AER > IBEREUFTSIECEREZMEEE - I
FAIZRESET - TS1E(EA - ARSI LR » B3, B52iB14 » IFEEGE -

5 73 : 1/4HP, 1/2HP, 1HP, 2HP, 3HP ©

FEATURES: o Interior installed DC brake available
@ Application: Pumps, compressors, fans, conveyors, machine @ Power : 0.2KW-2.2KW
tools and other general purpose three phase applications. © Gasketed conduit box
© Totally enclosed three phase motor with cooling fan ©® Removable foot B3
® |[EC B5, B14 standard flange available, IEC 63-112 © 2P/4P/6P available
@ Alum. housing, durable, light weight motor © Brake available

W 38EE55EZ BRAKE MOTOR
T B HERE) > IBEENENRSE > NEENETORY » RESREER

HER » INEHARILRS - FS(EER - BRE - ARERSBEARNKAINE -
£ 73 ¢ 1/4HP, 1/2HP, THP °
W B : (FESE DCO0V, SBV-063, SBV-071, SBV-090. p
Feature: Brake type available; and can be installed enclosed the original motor body. /
Power: 1/4HP, 1/2HR, 1HP.
Alum body: DC90V shaft brake,SBV-063, SBV-071, SBV-090.

MVAM TYPE

TPG CATALOGUE SERIES

L

T i

o N T
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GB SERIES GEAR BOX GB3RS!Z AR

RERE - TERAERLFE (DRHE - BRISE - ARSBE) NEFSEBRHEK

E’JIJJ o IR RIGEUBIRMARIRH P E L N <R - 18E %}H%Eﬁ@ﬁ » B FITIREIZ
R - SBRCFEHETRSNNE  RESPARLEES

BNEET - BFREET « STURIES PR  1BHE - EBEK GB—f\ﬁJ/@Z RERLA LS

TVHEIER TR BV B (54 -

HIERSLIE : Output Dia.:d20, @25mm
BB : Horse Power: 100W, 200W, 400W, 750W
ngt:-| : Ratio: 5, 10, 15, 20, 30, 50, 100, 200

TPG GB SERIES GEAR BOX

comes with special slim design which is different from the traditional horizontal direction gear box. It extends the
gear box in vertical way, that saves much installation space. Unique hollow bore design can allow two way
output ends, as well as enforce the torque load by twin bearing support system. Therefore it offers higher efficiency,
heavy load, flexible direction application and small space demand. Meanwhile it can match different categories
AC/DC/Servo/Brushless motor to reach different goals from all customers. Motor power 100W, 200W, 400W
750W, ratio 5,10,15,20,30,50, 100,200, even the high gear ratio 100 or 200 still work higher performance than
worm gear box did. Hollow bore dia 20mm, 25mm two sizes available. GB series, is good item for below industrial
applications, conveyor, chain conveyor, all kinds processing machines, presses, extruders, screw conveyors and crane.

"

i

)

A\
L

GBP GBS GB GBB

GBP gear box only coming with flanges Coming with servo motor for Coming with AC generation Coming with
suitable for servomotor, such as 060M4, precision position machine type motor for conveyor functions brushless motor
060M4A....etc.

FamMchZemymimEiEE  Stainless steel HOLLOW WORM GEAR BOX

Using high quality stainless steel material #304 for whole input flange,
® Central distance: 40mm to 90mm  house and shaft bore in this gear box to keep the operation environment
e Gear ratio: 1:10-1:100 totally in clean, safe, impolluted, anti-corrosively and rust resistance.
Practical application industries, including food processing, food
packaging machines, bakery machines, beveraging machines,
chemical processing, pharmaceutical machines and medical
robot system.

e Right angle type

' lL TPG WSSENRHPZREhIBemsiR - SRASmEER4304 N EMREIER
@\\ S SMARENRMARE - RBETERPEMA - 07K - NER - HE
A . Bt BRERRSTIERINIREK  RoBEM B - BUSHKEE - 8%
@\ k- 1~ (L BRIEH - BRRESERES KR PERERE SR -

_—_—  \VSS o (DIMEE:40mmEI90mm e LEE(:1:10-1:100 o IBERE R EIEHE

20




v / v /4
®
® MOTORS & DRIVES e

ST B8
aEETER LR PERAT
TAIWAN PRECISION GEAR CORP.
GEEPHERENLRKIS123855136-25%
TEL: 886-4-25351329  FAX: 886-4-25351467
E-mail: tpg@tpg.com.tw

EFHNT
BHMNHBBESHRBERLIT
KANZAKI POWER TRANSMISSION CO., LTD.
BRI S HTE 5 E365ED-1031E

TEL: 86-512-67513733  FAX: 86-512-67513983
E-mail: kanzaki@tpg.com.tw

TEEREER
EEMRBEKBRAT
TPG MOTORS & DRIVES (CHINA) CO., LTD.
B ER GRS E 23855 15 10F-7
TEL: 86-769-22335207 FAX: 86-769-22335203
E-mail: cn@tpg.com.tw

7RI RS R

| B E A R R B8 31R 7 18
TEL: 86-755-27933806

FAX: 86-755-27933807

E-mail: cn755@ tpg.com.tw

BN R

TR A —0ES1695F A FI S E1222-285%
TEL: 86-591-83302019

FAX: 86-591-83371859

E-mail: cn591@ tpg.com.tw

ORISR

HEMREEMBMRITEEBEIR _EIT201E
TEL: 86-27-88912667

FAX: 86-27-88860980

E-mail: cn027@ tpg.com.tw

BADRE

Elfé-Indonesia
TEL:62-21-45846725
FAX:62-21-45846726

FN03E-Singapore
TEL: 65-62456007
FAX: 65-62456017

Zz[El-Thailand
TEL: 66-2-27788 78
FAX: 66-2-2779788

F52RPEEE-Malaysia
TEL:60-3-89616916
FAX:60-3-89616921

#E-Vietham
TEL: 84-8-3-8165878
FAX: 84-8-3-8165876

ENE-India
TEL: 91-44-23634199
FAX: 91-44-23634299

v

MANAGEMENT
SVSTEMS

005

1S0:9001-2015

#E% -Myanmar
Cell phone:

7 _SGS

+95-9-763-595959

CL-201905-25 Rev.5
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